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FLOODPROOFING CERTIFICATE

FOR NON-RESIDENTIAL STRUCTURES

The foodproofing of non-residential buildings may bs permitled as an afernative to elevating to or above the Base Flood Elevation; however, &
iproofing d%sjgn certification is required. This form Js to be used for that certification. Floodproofing of a residential building does not after a

community’s floodplain management elevation requirements or affect the insurance rafing unless the communily has been fssued an axceplion by

FEMA to alfow fioodproofed residentist bassmenlis. The permitiing of a floodproofed residentis! basament requires a separale certlfication specifying

that the design complies with the local floodplain management ordinance.
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SECTION | FLOOD INSURANCE RATE MAP (FIRM} INFORMATION

Provide the following from the proper FIRM:
COMMUNITY NUMBER PANEL NUMBER SUFFIX DATE OF FIRM INDEX | FIRM ZONE BASE FLOOD ELEVATION

owne | 328 | € | efiujyg | R | Tere

SECTION Il FLOODPROOFING INFORMATION (By a Regisleréd Professional Engineer of Architect}

Floodproofing Design Elevation Information; ) )
Building is floodproofed to an elevation of 6.;5:?‘?§f feet NGVD. (Elevation datum used must be the same as that on the FIRM.)

Height of floodproofing on the building abova the lowest adiscent grade is ”é.ﬁ
es;’ ”"3 building’s flocdproofed design elevation must be at least one foot above the Base Fiood Elevation to
i

{NOTE: for insurance rating ptgaos
receive rajthg eredit. If the buliding is foodproofed only fo the Base Flood Elsvation, then the building's insurance reting will resuft in a higher
premium. :

SECTION NI CERTIFICATION (By Registered Professional Engineer or Architect)

Non-Residential Floodproofed Construction Certification:

{ certify that, based upon development andior review of structural design, specificalions, and plans for construction, the design and methods of
consiruction are in accordance with accepled standards of practice for mesting the folowing provisions: -

The structure, fogether with attendant utiiiies and sanitary facilities, is walertight to the floodproofed design elevation indicated above, with
3’?":’ =59 walls that ara substantially impermeable to the passage of water.

. All structural components are capable of resisting hydrostatic and hydrodynamic flood forces, Including the effects of buoyancy, and
. " anticipated debris impact forges.

! certify that the information or this certifcate represents my best efforts fo interpret the data available. {understand that any fafse statement
may be punishable by fine or imprisonment under 18 U.8. Codo, Section 1001.
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mmunity official, 2} Insurance agentcompany, and 3) building owner.
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